
Our most versatile trailer ever, 
designed & manufactured in the United Kingdom.



Welcome to Jas P Wilson, national suppliers of quality machinery for professionals.

In business since 1964, we are proud to provide some of the UK’s best known and trusted 
machinery into the land management  industries. We share our site in South West Scotland 
with our sister company European Forest Machinery, who manufacture specialist forestry 
equipment. EFM are market leaders  in this sector and have taken this knowledge and 
applied it to create a heavy duty hooklift trailer to meet the requirements of customers 
from many industry sectors.

EFM’s standard forestry spec trailers are built to withstand tough terrain and tough  
treatment & these multi-use Hooklift trailers are no exception - They are built to last!

Welcome

 
 

Jas P Wilson, Industrial Site, Coast Road, Dalbeattie, DG5 4QU

Tel: 01556 612233 
info@jaspwilson.co.uk       www.jaspwilson.co.uk



ONE TRAILER...  MANY OPTIONS! 

We can supply this trailer with a wide  
variety of body options to allow it to swap 

tasks in a matter of seconds and maximise 
your profitability! 

 
Whatever your requirements, this  
trailer could add flexibility to your  

business. We’re confident that once you 
own a Hooklift, it’ll be the one machine 

that’s alway busy!

 



Modifications can be big or small, whatever makes sense for your business please let us know. Four 
wheel hydraulic brakes are standard, however we can also offer air brakes and various tyre options.  

HOOKLIFT Specification 
Gross Capacity: 12,000kg
Chassis Weight: 2,000kg 
Lift Capacity on hook: 8,100kg
Load Capacity Including Skip: 10,000kg

A: 5.63m, B: 3.82m, C: 1m,  
D: 4.11m, E: 1.17m*, F: 5.9m*, 
G: 6.6m, H: 1.6m, i: 0.59m, J: 2.4m,  
Bed Length: 4.5m. 
Chassis Beam: 200x200x10mm

As seen above, the trailer can work behind a Botex roof mounted loader, or if you prefer an all in one unit a 
removable or fixed timber loader can be fitted to the chassis. The loader can be supplied with a grapple or 
clamshell bucket to suit your requirements.

Specification and Optional Extras 

* Reduce values ’E’ & ’F’ each by 0.2m (200mm) on trailers without loaders fitted.


